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Durite LED Trailer Light RH Side - Position Light, Brake Light, Direction Indication, License Plate Light, Fog.
IP65. Screw Mounted. 30cm Fly Leads. E Marked R4 (REG), R6 (DI), R7 (TAIL/STOP), R23 (REVERSE). R38 (FOG). R10.05 (EMC).

Additional Information:

RED = STOP
WHITE= -VE
YELLOW = DI
BLUE = REVERSE
GREEN = FOG
BLACK = TAIL / REGISTRATION

0-071-20 - LED Trailer Light with Progressive DI. 12/24VDC  - RH 
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The information contained in this document is correct to the best of our knowledge and subject to change at any time without notice.

TECHNICAL SPECIFICATIONS

Type LED Trailer Light - STOP/TAIL/DI/REG/FOG/REVERSE/
REFLECTOR

Voltage 10-30VDC

Current DI 0.05A, TAIL/REG 0.09A, STOP 0.19A, FOG 0.18A, RE-
VERSE 0.08A at 12VDC

Material Construction PC

Weight 0.480Kg

Dimensions Please see diagram below

IP Rating IP65

Operating Temperature -20°C ~ +50°C 

Compliance E Marked ECE R4, R6, R7, R23, R38, ECE R10.05 EMC


